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1. (Amended) An electron gun in a cathode ray tube (CRT) comprising: 
a plurality of stem pins for applying different voltages; 

an acceleration electrode, a third electrode, a fourth electrode, and a static 
\ electrode for forming pre-tocus lenses; 

a dynamic elecVode and an anode for forming a main focus lens, dynamic and 
static electrodes forming a quadrupole lens; 

a bead glass for holdW the foregoing electrodes at fixed distances; and 
a wire having one end welded to the third electrode, the other end welded to a 
stem pin applying a dynamic voltage, and\a body of the wire between the one end and the other 
end of the wire, wherein the body of theWre is arranged so as not to pass through a space 
formed between an outer surface of the bead\glass and an inner surface of a neck tube of the 
cathode ray tube. 



2. (Amended) An electron gun in a cathode ray tube (CRT) comprising: 
a plurality of stem pins for applying different voltages; 

an acceleration electrode, a third electrode, a fourth electrode, and a static 
electrode for forming pre-focus lenses; 

a dynamic electrode and an anode for forming aYnain focus lens, the dynamic and 
static electrodes forming a quadrupole lens; 
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and second bead glasses for holding the foregoing electrodes at fixed 
distances; X. 

a first wire havihg one end welded to the dynamic electrode, the other end welded 
to a first stem pin for applying a dynknic voltage, and a first body of the first wire between the 
one end and the other end; and 

a second wire having one end welcfed to the third electrode, the other end welded 
to a second stem pin for applying a static voltage, and a s^ond body of the second wire between 
the one end and the other end wherein the first and secondares are arranged so as not to pass 
through a space formed between an outer surface of each of the bead glasses and an inner 
surface of a neck tube of the cathode ray tube. \ 
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Please add new claims 4-27 as follows: 



4. (Ne\*|) The electron gun of claim 1, wherein the body of the wire has a straight 
portion extended froVn the one end of the wire to beyond an end of the bead glass, and a bent 



ytF^* portion connecting the^txaight portion to the other end of the wire. 




5. (New) The electron gun of claim 4, wherein the straight portion of the wire 




extends substantially in parallel with the bead glass. 



6. (New) The electron £un of claim 4, wherein the straight portion of the wire is not 
in contact with the bead glass. 

7. (New) The electron gun df claim 4, wherein the bent portion of the wire is bent 
to an area outside of the area of the bead 

8. (New) The electron gun of claimV wherein the bead glass has at least three sides, 
and wherein the body of the wire is arranged around less than three sides of the bead glass. 



9. (New) The electron gun of claim 1, wnerein the body of the wire is arranged in 
parallel to only one side of the bead glass. 
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\o. (New) The electron gun of claim 2, wherein the first body has a first straight 
portion extended from the one end of the first wire and beyond an end of the first bead glass, 
and a first bentvportion connecting the first straight portion to the other end of the first wire. 

11. (New) The electron gun of claim 10, wherein the second body has a second 
straight portion extended fiWn the one end of the second wire and beyond an end of the second 
bead glass, and a second bent potion connecting the second straight portion to the other end 
of the second wire. \ 

12. (New) The electron gun of clah>n 11, wherein the first and second straight portions 
of the wires extend substantially in parallel with the first and second bead glasses, respectively. 

13. (New) The electron gun of claim 1 1, wherein the first and second straight portions 
of the wires are not in contact with any one of the first ana\second bead glasses. 

14. (New) The electron gun of claim 11, wherein the fiW and second bent portions 
are bent to an area outside of the areas of the first and second bead glasses. 
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15. (New) The electron gun of claim 2, wherein each of the bead glasses have at least 
three ^ides and wherein each of bodies of the wires is arranged around less than three sides of 
each of tWe bead glasses. 

16. (New) The electron gun of claim 2, wherein each of the bodies of the wires is 
arranged in parallePsto only one of the sides of one of the bead glasses. 

17. (New) An electron gun for a cathode ray tube (CRT), comprising: 
a plurality of stem pins; 

a plurality of elecVodes; 

a bead glass that hoJds said electrodes at predetermined distances from one 

another; and 

a wire having one end communicatively coupled to one of the plurality of 
electrodes and the other end communicatively coupled to one of the plurality of stem pins, 
wherein the bead glass has at least three sides, and wherein the wire is arranged around less than 
diree^i^^o^tlxeJ^e^gla^ 



18. (New) The electron gun of claim 17, wherein the wire is arranged in parallel to 
only one of the sides of the bead glass. 
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\1 9. (N ew) The electron gun of claim 17, wherein the wire is arranged so as to not pass 
between^ surface of the bead glass closest to an inner surface of a neck tube of the cathode ray 
tube and tire inner surface of a neck tube of the cathode ray tube. 



20. (NW) The electron gun of claim 17, further comprising a second bead glass and 
a second wire, wherein the second wire has one end communicatively coupled to a second of 
the plurality of electrodes and the other end of the second wire is communicatively coupled to 
a second of the plurality of\stem pins, wherein the second bead glass has at least three sides, and 
wherein the second wire is arranged around less than three sides of the second bead glass. 



21. (New) The electrongun of claim 20, wherein the second wire is arranged in 
parallel to only one of the sides of theNsecond bead glass. 

22. (New) A cathode ray tube comprising the electrode gun of claim 1. 

23. (New) The cathode ray tube of claim 22, wherein the cathode ray tube is a color 
cathode ray tube. 



24. (New) A cathode ray tube comprising the electrode gun of claim 2. 
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^ ^ b 

^ (xV cathode ray tube 



5. (New) The cathode ray tube of claim 2, wherein the cathode ray tube is a color 
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26. (New) A cathode ray tube coJngrising the electrode gun of claim 17. 



27. (New) The cathode ray tube of claim 17, whereftvriie cathode ray tube is a color 
cathode ray tube. 
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